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CARE & MAINTENANCE:  
Stains should be removed as soon as possible to eliminate any possible reaction between the staining 
agent and the graphic. Time is especially important for removing materials containing colors or solvents, 
such as ballpoint ink, lipstick, oil, shampoo tints and some foodstuffs. If soil remains on the graphic too 
long, permanent discoloration may develop. 

Special care must be taken to avoid abrading or scratching the film. Scratching and abrasion marks may 
be visible and you may not be able to work them out of the unique finish of the film. To help avoid such 
damage, avoid using harsh chemicals, brushes or hard scrubbing when cleaning. Use a cleaner designed 
for high-quality painted surfaces. The cleaner must be wet, non-abrasive, without strong solvents, and 
have a pH value between 3 and 11 (neither strongly acidic nor strongly alkaline.) 

Use a mild liquid detergent and water solution and wash the graphic with a soft brush, rag, or sponge. 
Wash thoroughly from the top down. Avoid abrading the graphic by unnecessary scrubbing. Wipe the 
graphic with a water-soaked brush, rag or sponge to wash away the detergent and dirt. Dry the graphic 
with clean toweling. 

INSTALLATION: 
It is recommended that pressure sensitive films are installed by certified film installers. Proper seaming 
and precision alignment of these proudcts is required.  

To Inquire or find 3M-Certified installers in your area reference:  

3M Graphics Installers: http://get.3mskins.com/locator 

For additional installation information reference the associated 3M Instruction Bulletins listed within 

the project specific 3M product specifications provided upon request:  

 Common 3M Bulletins:  

• Instruction Bulletin 5.5: General Procedures for Interior and Exterior Dry application 

• Instruction Bulletin 5.7: Application Wet Method for Translucent, Injet, Screen Printed 
and Cut Graphics 

 
Other pressure sensitive films may require additional review of product specific spec information 
available upon request.  
 
For additional information or technical support contact:  
MDC Design Solutions – Digital Team at 800-621-4006 x8470 
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